
Comparation ES580 ES 560 Series ES350 Series ES355 Series ES850 Series

Market Positon High Performance General Purpose Compact AC Drive Compact AC Drive High Precision Drive

Power Rage
3 phase 380v/440v: 5.5kw~560kw;

3 phase 220v: 4kw~55kw;
3 phase 690V: 15kw~1250kw

3 phase 380v/440v: 5.5kw~560kw;
1 phase 220v: 0.4kw~4kw;

3 phase 220v: 0.75kw~2.2kw;
3 phase 380v/440v: 0.4kw~4kw;

1 phase 220v: 0.4kw~4kw;
3 phase 220v: 0.75kw~2.2kw;

3 phase 380v/440v: 0.4kw~4kw;

3 phase 380v/440v: 5.5kw~560kw;
3 phase 690V: 15kw~1250kw

Keypad ES580 LCD default;        ES560 LED Default, LCD optional
LED default, 
LCD optional

LED default, 
LCD optional

LCD default

EMC Built in C3 filter (IEC61800-3 C3 ) Built in C3 filter (IEC61800-3 C3 ) Built in C3 filter (IEC61800-3 C3 ) Built in C3 filter (IEC61800-3 C3 ) Built in C3 filter (IEC61800-3 C3 )

Control Mode  Open loop vector（ES580）              Open loop vector/ VF (ES560) Open loop Vector V/F, Open loop Vector
Open loop vector, 
Closed loop vector

Digital Input
6 ( DI1-DI6) terminals 

digital on/ off;
1 ( DI7) HDI,Max 50kHz

6 ( DI1-DI6) terminals 
digital on/ off;

1 ( DI7) HDI,Max 50kHz

5 ( DI1-DI5) terminals 
digital on/ off;

1 ( DI6)  HDI,Max 50kHz

4 ( DI1-DI4) terminals 
digital on/ off;

1 ( DI4)  HDI,Max 50kHz

6 ( DI1-DI6) terminals 
digital on/ off;

1 ( DI7) HDI, Max 50kHz

Digital output
1( DO1);

1( DO2) Impulse output  0~50KHZ
1( DO1);

1( DO2) Impulse output  0~50KHZ
1( DO1), Impulse output  0~50KHZ 1( DO1), Impulse output  0~50KHZ

1( DO1);  
1( DO2) Impulse output  0~50KHZ

Analog Input
2（AI2, AI3）0~10V/0~20mA,

1（AI1）0~10V
2（AI2, AI3）0~10V/0~20mA,

1（AI1）0~10V
2（AI2, AI3）0~10V/0~20mA 1（AI1）0~10V/0~20mA

2（AI2, AI3）0~10V/0~20mA,
1（AI1）0~10V

Analog output 2（AO1, AO2）0~10V /0~20mA 2（AO1, AO2）0~10V /0~20mA 1（AO）0~10V /0~20mA 1（AO）0~10V /0~20mA 2（AO1, AO2）0~10V /0~20mA

Relay output

2 Relay Output
R1 NO open, R1 NC close, 

R1 CM COM; 
R2 NO open, R2 NC close, 

R2 CM COM;
3A/AC250V, 1A/DC30V

2 Relay Output
R1 NO open, R1 NC close, 

R1 CM COM; 
R2 NO open, R2 NC close, 

R2 CM COM;
3A/AC250V, 1A/DC30V

1 Relay Output
NO open, NC close, CM COM

3A/AC250V, 1A/DC30V

1 Relay Output
NO open, NC close, CM COM

3A/AC250V, 1A/DC30V

2 Relay Output
R1 NO open, R1 NC close,

R1 CM COM;                       
R2 NO open,R2 NC close,

R2 CM COM;
3A/AC250V, 1A/DC30V

STO 2 1 / 2 2

Protection Class
IP40 (5.5kw~22kw optional);

IP20(30kw~560kw);
IP40 (5.5kw~22kw optional);

IP20(30kw~560kw);
IP20/ IP40 (optional) IP20

IP40 (5.5kw~22kw optional);
IP20(30kw~560kw);

DC reactor Above 15KW built in Above 18.5KW built in / / Above 15KW built in
Motor Overheat 

Protection ✔ ✔ ✔ ✔ ✔

PLC Logic 
Terminals control ✔ ✔ ✔ ✔ ✔

PG Card / / / /
Open collector, Differential, Rotary, 
SIN/ COS, 

Certificates CE CE CE CE CE

Brake Unit
5.5kw~22kw built-in;
30kw~90kw optional;

5.5kw~22kw built-in;
30kw~90kw optional; ✔ /

5.5kw~22kw built-in;
30kw~90kw optional;

Support 
Communication

RS485, RJ45, Modbus-RTU, 
CANopen, Profibus-DP, Profinet, 

EtherCat 

RS485, RJ45, Modbus-RTU, 
CANopen, Profibus-DP, Profinet, 

EtherCat 
RS485, RJ45, Modbus-RTU RS485, RJ45, Modbus-RTU

RS485, RJ45, Modbus-RTU, 
CANopen,Profibus-DP, Profinet, 

EtherCat 


